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APPLICATION Surface Preparation
DETAILS Surface should be clean and dry.

Mixing/Blending/Dilution
Thoroughly mix Electrodag 550  on a paint shaker before thinning.  (Note :  Since
Electrodag 550  is a slow/soft settling material, mixing time when compared to
conventional nickel coatings, can be substantially reduced.)  For proper dilution,
use a ratio of 1:0.8 (product:solvent by volume).

Application
Electrodag 550  should be spray applied using conventional propeller-agitated
pressure pot spray systems.  Small prototype runs may be sprayed with well-
mixed product, using suction cup spray equipment.  A nominal 2.0 to 2.5 mil (51.0-
63.6 m) coating thickness is recommended for good shielding performance.
However, a thinner coating may be acceptable, depending on the shielding
requirements of the device being protected.  Avoid dry spray for maximum adhesion
and conductivity.  During humid days, the addition of no more than 6 fluid ounces
per gallon of diacetone alcohol or butyl alcohol to Electrodag 550  will eliminate
blushing.  The blushing is characterized by a white tint to the dried surface.

Drying
Electrodag 550  dries to touch in about 5 minutes; to handle in approximately 30
minutes depending on ambient temperature.  The product may be force dried
beginning with a 20-minute flash-off, then 30 minutes at 140°-160°F (60°-71°C).

Mask Cleaning
For high volume production where masks are often used to prevent coating certain
areas, the masks can be cleaned with lacquer thinner or ketone solvents.

STORAGE/SHIPPING
HANDLING Store below 90°F ( 32°C) Shelf life for this product is 2 years from date of

qualification under original seal.  Keep from freezing.  Keep container tightly closed
when not in use.  Empty containers may retain hazardous properties.  Follow all
MSDS/label warnings even after container is emptied.

APPLICATION
ASSISTANCE Acheson’s Application Specialists  are available to assist you in production start-up

with Electrodag 550 .  For more information, contact Acheson Colloids Company,
(800) 255-1908, or visit our website at www.achesonindustries.com for the Acheson
global location nearest you.

HEALTH & SAFETY Flammable.   Harmful if swallowed, inhaled, or absorbed through skin.  May cause
eye irritation.  Wash thoroughly after handling.  Keep away from heat, sparks, and
open flame.  Keep container tightly closed when not in use.  Use with adequate
ventilation.  Avoid breathing vapor.  See Acheson’s Material Safety Data Sheet for
proper first aid instructions.

NOTES: Electrodag is a registered trade mark of Acheson Industries, Inc.
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